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Roll Off Demonstrator and Attachments
F550 with Stellar Hook Loader

Borgman Ford

Install Stellar model 84-10  hook loader including the following


Muncie Hot shifted pto with direct mounted pump assembly

30 gal side mounted tank with return line oil filter


Low oil shutdown  sensor

M4-12 valve with hook, jib functions , spreader and spinner sections, anit ice section, and auxiliary section for future snow plow

Stainless steel valve enclosure

Hydraulic couplers for spreader hook up with dust caps and plugs

Install CS440 spreader controller including the following

All necessary wiring and hook ups for V-box and anti ice unit


Switch console includes the following



SW1 Hook

SW2 Jib 

SW3 Left Boom

SW4 Center Boom

SW5 Right Boom

SW6 Auxiliary 

SW7 Low Oil Indicator

SW8 Low liquid Indicator

SW9 Pre wet on /off
SW10 Jib out Indicator

SW11 Main Power

Install low oil shut down switch with over ride system 
Install ¾” hitch plate including the following


PH20-20 ton pintle hitch


7 way electric plug


Wire OEM brake controller into electric plug


D rings for safety chains

Install Roll Rite manually operated semi automatic tarp system including a mesh type tarp cover.  System will include a tower assembly and will be permanently mounted to the chassis.  
Install Star Model 92016A-LED light bar  front of tarp system wind deflector
Install Minimizer poly fender kit.
Install rear light bar including LED marker light kit with led stop/turn tail lights, and LED  backup lights.
V box attachment includes the following


36” hook /skid attachment


Rubber roller kit at the rear


Monroe MD-120-50-38 stainless steel V box including the following



7” auger with step flighting



Tip up spinner with winch



Stainless steel catwalks



LDS455 exhaust flow prewet system



Trough mounted spray nozzles for prewet



Twin 35 gal liquid tanks

Bulk fill kit and flusher kit

Low liquid switch kit for low liquid shut down

Top screens installed on the V box

Stainless steel pipe kit plumbed down the side of the V box to the front with hydraulic couplers for disconnect



All necessary wiring extended to the front for disconnect
Anti ice attachment includes the following


36” hook /skid attachment


Rubber roller kit at the rear


500 gal liquid tank


3 lane, non tiered spray unit


Stainless steel booms


3 separate boom valves


Flow meter for closed center application


Low liquid switch  installed in tank for controller input and indicator

Stainless steel pipe kit plumbed down the side of the of the tank to the front , with hydraulic disconnects

All necessary wiring extended to the front for disconnect

Install 10 ft flatbed attachement including the following


Hook and skid assembly to fit both Stellar and Swaploader loaders


Flatbed includes a 3/16” tread plate deck

3” structural C channel cross members on 12” centers


5” structural C channel outside rail with stake pockets and outside tie rail


Rubber rollers install at the rear of the bed. 

Front bulkhead with a 2” x 2” x ¼” frame


Windows built into bulkhead with expanded metal screens


Body is sandblasted and painted black
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